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Quasimonochromatic x rays are difficult to produce above 100 keV, but have a number of uses in x-ray
and nuclear science, particularly in the analysis of transuranic species. Inverse Compton scattering (ICS) is
capable of fulfilling this need, producing photon beams with properties and energies well beyond the limits
of typical synchrotron radiation facilities. We present the design and predicted output of such an ICS source
at CBETA, a multiturn energy-recovery linac with a top energy of 150 MeV, which we anticipate producing
x rays with energies above 400 keV and a collimated flux greater than 108 photons per second within a
0.5% bandwidth. At this energy, the anticipated flux exceeds that attainable from storage ring sources of
synchrotron radiation, even though CBETA is a significantly smaller accelerator system. We also consider
the consequences of extending the CBETA ICS source performance to higher electron energies, exploring
achievable parameters and applications for MeV-scale photons. We foresee that future energy-recovery
linacs may serve as ICS sources, capable of providing high energy photons unavailable at synchrotron
radiation facilities or photon beams above approximately 300 keV which outperform sources at
synchrotron radiation facilities in both flux and average brilliance.
DOI: 10.1103/PhysRevAccelBeams.24.050701
I. INTRODUCTION
Intense sources of high-energy photons above 1 keV can
be obtained in the laboratory in one of four practical ways:
discrete line gamma sources from radioactive decay,
bremsstrahlung of electrons within a solid target, synchro-
tron radiation (SR), and inverse Compton scattering (ICS).
Such sources are today the mainstay of many areas of
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scientific study. Storage ring production of narrow-band
undulator x rays from 1 to 100 keV (which requires GeV-
scale electrons) has very broad use across many topics
including diffraction and spectroscopy; broadband brems-
strahlung from lower-energy electrons (typically tens of
MeV) finds application in imaging and nuclear physics,
particularly when applied to the identification and quanti-
fication of nuclear materials using MeV-scale photons.
Bremmsstrahlung sources are technically convenient but
not ideal due to their inherent large photon energy spread.
Important techniques using high-energy photons are
x-ray absorption spectroscopy [1], x-ray fluorescence
(XRF) [1], and nuclear resonance fluorescence (NRF)
[2]; for samples with high atomic number Z these have
numerous applications in nuclear physics, industry, and
nuclear security. For example, a high-Z nucleus such as
uranium (Z ¼ 92) has Kα2 and Kα1 energies of 94.7 and
98.4 keV respectively (K edge energy 115.6 keV)—
photons of higher energies are needed to probe transuranic
species. Similarly, NRF can be used to discriminate with
precision the quantities of transuranic isotopes in large
samples (such as spent nuclear fuel canisters) using photons
in the 1 to 3 MeV range (for example, 235U detection needs
1.733 MeV photons) [3].
Bremsstrahlung sources generate a large quantity of
unused photons at lower energies that may cause a number
of instrumental issues; ideally, a monochromatic (or quasi-
monochromatic) source is desired. Electron storage rings at
the higher practicable stored bunch energies around 6–8GeV
(such as the national facilities ESRF [4], APS [5], and
SPRING-8 [6]) can generate intense, monochromatic pho-
tons up to approximately 200 keV; while higher energies are
possible, they are not typical. However, these sources are
hardly compact (the storage rings are around 1 km in
circumference), and their output does not readily extend
to the MeV scale.
ICS in the head-on geometry using the common 1064 nm
incident wavelength (photon energy Elaser ¼ 1.17 eV)
gives backscattered photons of energy
Eγ ¼ 4γ2Elaser ð1Þ
for electrons with Lorentz factor γ ¼ Ee=mec2, whereme is
the rest mass of the electron and c is the speed of light.
Hence, electrons with energy Ee ≃ 75 MeV are needed to
produce 100 keV photons, and Ee ≃ 240 MeV is needed
for 1 MeV photons. With sufficient scattering rate and
suitable collimation, ICS sources using moderate electron
energy may generate intense MeV-scale photons.
The focus of this paper is to examine the feasibility and
benefits of using an energy recovery linac (ERL) driven
ICS light source as an intense source of photons unavail-
able at synchrotron radiation facilities, and provide an
example of such a source based on the recently commis-
sioned multiturn ERL utilizing superconducting radio-
frequency (SRF) cavities: CBETA—the Cornell-BNL
ERL Test Accelerator [7]. The paper layout is as follows:
Sec. II serves as an introduction to the underlying physics
and formula of ICS light sources; Sec. III provides an
overview of CBETA; Sec. IV describes the design of a
bypass line for ICS x-ray production and characterization
of the expected photon spectrum; Sec. V compares the
anticipated performance of the CBETA ICS to existing
radiation sources, including ICS and storage ring sources,
demonstrates how modestly extending the CBETA param-
eters provides a realistic design for MeV-scale photons
through ICS, and explores potential applications.
II. INVERSE COMPTON
SCATTERING SOURCES
A. Theory of inverse Compton scattering
Following their original description by Feenberg and
Primakoff [8], sources based on inverse Compton scattering
(ICS)—the process of scattering a photon from a relativ-
istic-moving electron—have emerged as a promising way
to generate tunable, monochromatic photons across output
energies from tens of keV as far as the GeV scale [9–11].
The energy of the scattered photons—taking into account
electron recoil—is given by
Eγ ¼
Elaserð1 − β cosϕ0Þ
1 − β cos θ þ ð1 − cos θ0ÞElaser=Ee
; ð2Þ
where Ee ¼ γmec2 is the incident (total) electron energy,
Elaser is the incident (laser) photon energy, β ¼ v=c, v the
average speed of the electrons, c the speed of light, θ the
angle between the incident electrons and the outgoing
scattered photons, and ϕ0 the angle between the incident
electrons and incident photons. θ0 ¼ ϕ0 − θ is the angle
between the incident and scattered photons and ϕ ¼ π − ϕ0
is the crossing angle. The geometry of the interaction point
(IP) and these angles is shown in Fig. 1 [12,13].
The highest-energy photons are produced in a head-on
collision between an electron and photon (ϕ0 ¼ π), when
photons are backscattered into the same direction as the
incident electron (θ ¼ 0); this highest photon energy is
referred to as the Compton edge. Taking the electron recoil




1þ X ; ð3Þ
where X ¼ 4γElaser=mec2 is the electron recoil parameter
[14]. The Thomson regime is when electron recoil is
negligible (X ≪ 1), and the Compton edge energy becomes
Emaxγ ¼ 4γ2Elaser: ð4Þ
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In this regime, the scattering interaction can be viewed as
an elastic collision. Electron recoil becomes significant
when both γ and Elaser are large, and in this situation
Eγ → Ee; ð5Þ
the scattered photon energy cannot have more energy than
the incident electron. A practical example of this is the
proposed collision of 12 keV FEL photons with 7 GeV
electrons within a storage ring (X ∼ 1000), where the
scattered photon energy becomes essentially also 7GeV [15].
Compton scattering can be treated as analogous to
undulator radiation. In that vein, the undulator K-parameter
is similar to the laser field strength parameter a0 for





where e is the electron charge, E the transverse electric field
of the laser, and λlaser is the wavelength of the incident
photons. Here we assume the linear regime where a0 ≪ 1,
and all later formulas continue that assumption [12].
In a collision between an electron bunch (containing Ne
electrons) and a laser pulse (containing Nlaser photons), the
total number of scattered photons Nγ for a crossing angle ϕ







where σc is the Compton scattering cross section and σ2i ¼
σ2electron;i þ σ2laser;i is the convoluted spot size of the electron
and laser beam in each direction (i ¼ x, y, z) at the
interaction point (IP). We note that for the same overlap
of electron and laser spot sizes, the number of Compton-
scattered photons is independent of electron energy in the
Thomson regime where σT ≃ σc. The exact Compton cross























σc ≃ σTð1 − XÞ; ð9Þ
for small values of X; σT ¼ 6.65 × 10−29 m2 ¼ 8πr2e=3 is
the Thomson cross section and re is the classical electron
radius [18]. For λlaser ¼ 1064 nm and typical γ ∼ 103 we
have X ∼ 10−2, and thus σc ≃ σT to the percent level.
Assuming the incident laser is approximately a plane wave,
the number of scattered photons within a 0.1% bandwidth at
the Compton edge is N0.1% ≃ 1.5 × 10−3Nγ . Consequently,
the rate of photons (flux) into this bandwidth is
F 0.1% ≃ 1.5 × 10−3 _Nγ; ð10Þ
where _Nγ ¼ fNγ ¼ F is the total uncollimated flux and f is
the repetition rate [12]. N0.1% is independent of electron
energy (assuming Nγ stays the same) since both Emaxγ and
relative bandwidth scale together as γ2.
The rms source size [19], σγ;j, for the scattered photons is
given by a convolution of the laser and electron beam spot





In the nondiffraction-limited case, where the laser spot
size at the IP is significantly larger than the electron beam
spot size, the average brilliance of the scattered photons









where ϵ is the transverse emittance of the electron beam at
the IP and ϵN is the normalized transverse emittance, where
we assume a round beam. For a more detailed explanation,
refer to Deitrick et al. [20].
The peak brilliance of the source (for a zero crossing




FIG. 1. Geometry of scattering at the inverse Compton
scattering interaction point; has the same geometry as Fig. 1
in Sun et al. [13].






























where Δu⊥ ¼ ϵN=σelectron is the perpendicular velocity
spread, Δτ is the electron bunch duration, δω is the relative
frequency spread of the laser, and δγ is the relative energy
spread of the electron beam; the 10−15 factor arises as a unit
conversion from SI to mm−2 mrad−2 s−1 per 0.1% band-





where ωx and ω0 are the angular frequency of the scattered










The overlap function Fðη; μÞ is given by
Fðη; μÞ ¼ ηe
1=η2 ½1 −Φð1=ηÞ − μe1=μ2 ½1 −Φð1=μÞ
η2 − μ2
; ð16Þ
where η ¼ cΔt=2 ffiffiffi2p β is the normalized inverse β-function,
Δt is the laser pulse duration, β the (Twiss) β-function at the
IP, and μ ¼ cΔt=2 ffiffiffi2p zR is the normalized inverse Rayleigh
length for a Rayleigh length zR ¼ 4πσ2electron=λ. The spectral




The combined hourglass and angular crossing (ϕ ≠ 0)


























and in the case of photon-electron interactions, the diver-
gence term is given by
hU2ji ¼
ðσ2electron;j=β2j Þ þ ðσ2L=z2RÞ
2
; ð21Þ
for j ¼ x, y.1






The primary reduction factor of any ICS interaction—
angular crossing or hourglass effect—depends on the
specific beam parameters and must be evaluated on a case
by case basis.
Using the bandwidth obtained from the scaling laws of
N. Ranjan et al. [14] and assuming round beams, the
bandwidth of the scattered radiation passing through a






















































¼ 2γϵNð1þ XÞβ : ð27Þ
Here, Ψ ¼ γθcol is called the acceptance angle, θcol is the
(physical) collimation angle, X is the electron recoil param-
eter, ΔEe=Ee ¼ δγ=2 is the energy spread of the electron
beam,ΔElaser=Elaser ¼ δω ≃ 6.57 × 10−4 is the laser photon
energy spread, β is the β-function at the IP, and ϵN is the
normalized emittance of the electron beam at the IP.
This formula allows for the contributions to the band-
width of the scattered radiation to be separated into
individual contributions from collimation Eq. (24), electron
1Note here that due to a change of crossing angle definition
between this work and that of Miyahara [22], Miyahara’s ϕ
becomes ϕ=2. Change of notation also means that Miyahara’s
hσ2i i becomes σ2i for i ¼ x, y, z in our notation.
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beam energy spread Eq. (25), laser energy spread Eq. (26),
and electron beam emittance Eq. (27). For example, taking
a general case of a linac based ICS (Ee ¼ 100 MeV,
ϵN ¼ 0.5 mmmrad, ΔEe=Ee ¼ 5 × 10−4, λ ¼ 1064 nm,
ΔEL=EL ¼ 6.57 × 10−4, β ¼ 0.1 m, θcol ¼ 0.5 mrad)





ð2.77 × 10−3Þ2 þ ð9.90 × 10−4Þ2 þ ð6.57 × 10−4Þ2 þ ð1.95 × 10−3Þ2
q
¼ 0.36%:
The dominant terms are the collimation term Eq. (24)
and the emittance term Eq. (27); through correct design
small bandwidth ICS sources can be built by minimizing
these terms.
B. Bandwidth tuning
The bandwidth of an ICS light source is tunable and can
be selected on the basis of user requirements, assuming
both the electron and laser beams are round. Bandwidth
selection is possible by selecting β at the IP and by setting
the collimation angle, θcol that collects the scattered
photons; these may for example comprise switchable,
fixed-aperture collimators.
Typically the dominant terms that define the bandwidth
of an inverse Compton source Eq. (23) are the collimation
term Eq. (24) and the emittance term Eq. (27). The free
parameter of the collimation term is the collimation angle
θcol, which can be adjusted either by changing the colli-
mator aperture or changing its distance from the IP.
Adjustable collimators have been designed for the ELI-
NP-GBS γ-ray ICS source [23]; a similar design could be
implemented at other ICS sources.
The emittance term is dependent both on the normalized
transverse emittance ϵN and on β. It is more convenient to
change the β-function at the IP with focusing rather than by
varying the emittance, since the latter is dependent on the
injector and collective effects prior to the IP. By using a
larger β and a small collimator aperture, it is possible to
reduce the contribution of the collimation and emittance
terms so that they are negligible; thus the electron beam and
laser pulse energy spread terms Eqs. (25) and (26) become
dominant for accelerators with a sufficiently small emit-
tance. This effectively places a lower limit on the band-
width of an ICS source, i.e., it is limited by the energy












Consequently, any bandwidth above this limit can be
achieved by an ICS source by tuning of the collimation
angle and β so that a desired bandwidth, ΔEγ=Eγ , is
achieved. Since the collimation and emittance terms are
typically dominant, all other terms can be excluded and the

















This results in myriad combinations of β and θcol that
satisfy a particular chosen bandwidth larger than this lower
limit Eq. (28).
The different β, θcol combinations each give a different
collimated flux; obviously we wish to choose the solution
with the largest flux. The collimated flux FΨ of each
solution is calculated based on a method valid for small
collimation angles (γθcol < 1) derived by Curatolo et al.
[19]. Recast for our variable definitions, it becomes
FΨ ∝
ð1þ ffiffiffiX3p Ψ2=3ÞΨ2
½1þ ð1þ X=2ÞΨ2ð1þΨ2Þ ; ð30Þ
where F is the total (uncollimated) flux, Ψ ¼ γθcol, and X
is the recoil parameter. The solution giving the maximal
flux is selected.
It is not practicable to calculate the flux from every
combination of β and θcol. Instead, an array of collimation
angles θcol from 0 to 1=γ is used (γθcol < 1), and for a given











which is a rearrangement of Eq. (23).
The collimated flux FΨ is calculated for each combi-
nation produced via this method. The maximal collimated
flux is selected and the combination of β and θcol
corresponding to this solution is returned. This process
can be applied to the case of a target bandwidth to
determine θcol, β, and collimated flux in the selected
bandwidth. In addition, applying this method to a con-
tinuum of bandwidths allows us to map the possible
operational settings of our ICS source, and to derive tuning
curves such as the variation of the collimated flux with
bandwidth.
C. ICS accelerator and laser considerations
In designing an ICS source a number of trade-offs are
necessary due to the conflicting demands of electron beam
dynamics and technical limitations. The incident photons
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will typically be obtained using a high-power optical cavity
(cavity powers have been demonstrated in the 10–670 kW
range [24]), which limits the repetition rate of the inter-
action below a few hundred MHz; as the cavity repetition
rate increases the optical cavity path length must decrease,
which amplifies the engineering challenges of the optical
cavity such as sensitivity to misalignment errors, mirror
heating, and so on. Here we assume the commonly used
1064 nm wavelength for the incident laser.
Taking these technical limitations into consideration, the
electron bunches are preferably generated using a high
repetition rate source with small emittance and energy
spread. For a large flux, a smaller electron beam spot size at
the IP is needed; while a larger spot can be beneficial for a
narrower scattered photon bandwidth, this ultimately
depends on the ϵN=β ratio. However, it is preferable that
an ICS source is capable of adjusting the optics at the IP to
maximize the flux into a chosen bandwidth, as described in
the previous section.
Previous consideration has been given by several groups
as to the appropriate accelerator technology for intense ICS
photon production, and here we summarize some key
points. Linear accelerators (linacs) and ERLs share the
benefit of being able to utilize small photoinjector emit-
tances, and the Cornell injector has demonstrated normal-
ized values <1 mm-mrad for bunch charges up to at least
300 pC [25,26]. Linacs are, in practice, limited to repetition
rates <10 kHz if using normal-conducting cavities,
because of cavity heating limits. Superconducting linacs
are limited perhaps to ∼1 MHz if energy recovery is not
employed [27]; this is because unrecovered high-energy
beam dump power eventually becomes intolerable [28,29].
However, high-energy ERLs are now within reach due to
the recent demonstration of multiturn acceleration and
recovery at CBETA [7], allowing for multimilliampere
operation.
When generating high energy photons, the operating
power cost is significantly reduced with an ERL compared
to a linac; a multiturn ERL has the added benefit of requiring
less floor space and fewer SRF cavities. Consequently, a
multiturn ERL with a high brightness, low energy spread
electron beam at a high repetition rate is an ideal accelerator
for an ICS source—CBETA is one such accelerator.
III. THE CBETA ACCELERATOR
A. Motivation for an energy-recovery linac
In the early days of high energy accelerators, two main
categories existed: linear and circular; today, linacs and
storage rings are both commonplace. As a generalization,
electron linacs are typically capable of producing higher-
quality beams (e.g., smaller emittance and bunch length)
than storage rings. However, this comes with a lower
energy efficiency than a storage ring; storage rings com-
monly produce average currents >10 mA that would be
impossible in a linac—the radio-frequency (rf) power cost
and beam dump losses would be prohibitive [29].
ERLs combine the best of both types of accelerators;
they can typically deliver higher-quality beams than those
in storage rings, with greater energy efficiency than a linac
[30]. In a typical one-turn ERL, a low energy beam is
injected into a string of SRF cavities which accelerate the
beam; the beam is then transported back to the cavity string
where it is decelerated before being transported to a beam
stop. The electrons’ kinetic energy is returned to the rf field
of the cavities and is used to accelerate following bunches;
this allows for the beam power in the ERL to greatly exceed
the available rf power.
As the beam parameters necessary for scientific research
call for higher current and higher quality beams, ERLs are
the accelerators best suited to meet this demand. Multiturn
ERLs, which accelerate the electron beam multiple times
before decelerating the beam, have the benefit of being able
to reach higher energies without additional cost, power
requirements, or floor space [29].
B. The Cornell-BNL ERL Test Accelerator
CBETA—the Cornell-BNL ERL Test Accelerator—is
the first successful demonstration of an SRF multiturn ERL
[7,31,32]; it features a nonscaling fixed-field alternating-
gradient (FFA) arc constructed using permanent (Halbach-
type) combined-function magnets [33], which transport the
four beam energies (42, 78, 114, and 150 MeV) simulta-
neously in a common transport beam pipe [7,31,34].
CBETA is principally aimed at demonstrating the ERL
technologies needed for a future electron-ion collider [31],
but its parameters are also very attractive when considering
hard x-ray photon production via ICS. CBETA comprises a
6 MeV injector, a single main linac cryomodule (MLC),
splitter/recombiner sections (SX and RX), FFA arc (FA,
TA, ZX, TB, FB), and beam stop; the layout of the four-turn
configuration is shown in Fig. 2.
CBETA may be configured to operate using from one to
four turns, with the corresponding top energies of each
configuration being 42, 78, 114, and 150 MeV respectively;
the design parameters aregiven inTable I. For a configuration
of Y turns, the beam completes 2Y passes through the MLC,
and 2Y − 1 passes through the FFA arc. The FFA arc can be
divided into five sections: the arc sections (FA, FB) consist of
FFA arc cells; the straight section (ZX) consists of FFA
straight cells; and the transition sections (TA, TB) serve to
match the beam between the arc and straight sections.
In the SX and RX sections, each beam energy passes
through a different splitter/recombiner; this gives control of
the Twiss parameters, horizontal dispersion and its deriva-
tive,R56, and orbit; path length is varied usingmoving stages.
The SX/RX lines are numbered one to four (S1, S2, etc.)
corresponding to increasing beam energy, with the lowest-
energy lines (S1/R1) on the inside and successive higher-
energy lines further out. Each line simultaneously transports
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two beams—an accelerated pass and a decelerated pass—
apart from at the highest-energy pass. Consequently, the
beamoptics of the accelerating and decelerating passes in the
splitter lines are inherently coupled [31].
Four passes have recently been experimentally demon-
strated, with details given by Bartnik et al. [7]; this
confirms that an ERL may deliver the beam parameters
discussed in this paper.
IV. INVERSE COMPTON PRODUCTION
AT CBETA
A. Electron and laser beam properties
The baseline electron beam parameters at the IP for the
CBETA ICS were chosen based on the desire for an
electron beam of high brightness and low energy spread
for each of the four possible energies, assuming the same β
FIG. 2. Overview of the CBETA accelerator; a single FFA common transport arc (that includes the straight FFA section ZX) carries all
four beam energies (42, 78, 114, and 150 MeV) within a single beam pipe. Matching of the entrance and exit beams at each energy is
obtained through the SX and RX sections.
TABLE I. Key design parameters of CBETA.
Parameter Quantity Units
Kinetic energy 42, 78, 114, and 150 MeV
rf frequency 1.3 GHz
Bunch charge ≤2 nC
Repetition rate 1.3=N (integer N) GHz
Maximum current 100 (one-turn), 40 (four-turn) mA
TABLE II. Electron beam parameters envisaged at the CBETA ICS interaction point (IP). The given baseline parameters—which
assume the same β at the IP—allow a comparison of flux and bandwidth at different energies. The optimized values beneath those are
where we have maximized the flux into a 0.5% scattered photon bandwidth through a suitable combination of beam spot size and
collimation angle.
Parameter Quantity Unit
Turn number 1 2 3 4
Electron kinetic energy, Ee 42 78 114 150 MeV
Repetition rate, f 162.5 MHz
Bunch charge, eNe 32 pC
Transverse normalized rms emittance, ϵN 0.3 mm-mrad
rms bunch length, Δτ 1.0 (3.33) mm (ps)
Relative energy spread 5.0 × 10−4
Baseline parameters
β (at the IP) 1 cm
Electron bunch spot size, σelectron 6.01 4.42 3.65 3.19 μm
Optimized for 0.5% bandwidth
β (at the IP) 3.56 6.58 9.60 12.62 cm
Electron bunch spot size, σelectron 11.34 11.34 11.34 11.34 μm
Collimation angle, θcol 1.533 0.830 0.569 0.433 mrad
INTENSE MONOCHROMATIC PHOTONS ABOVE … PHYS. REV. ACCEL. BEAMS 24, 050701 (2021)
050701-7
Injector (6 MeV) 
Main Linac (MLC) 
± 36 MeV Beam Stop (6 MeV) 
, , , 'I' ... " • ·"'~--.:... ... _.,;i,..-""""---'"'-_-"'--..... ····•··- ----c=•--
,.,:::•~----~;-. •. • ~ ..... ' ·~-- =--.-=-. - ,.... ·-•~ . ..... ,, .. _;.: ........ ~ , ~ ~ . • y .;;-_.. .... .. ..... :~:~,; •• 
• .-. · RX ,Diagnostic SX •· •~ 
✓ ~ 
++ Line + I ~ 
l \ 
/ FB FFAReturnLoop: FA } 
z z 
~ AA, Th,Z~TB, IB : 
$ ~ 
V -.....; 
..,..-++ 42, 78, 114, 150 MeV ++-..._ 
+++ TB TA +++ 
' l ~ t ~ ltlflflflflflflfHNNNNN.l' IIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIIII NNNNNHNNHHHIIIIII 
at the IP; these values are given in the top section of
Table II. Following the method outlined in Sec. II B, we
have calculated the tuning curve of β as a function of θcol
for maximal flux in a 0%–1% bandwidth, shown in Fig. 3.
The tuning curve of collimated flux as a function of
bandwidth is shown in Fig. 4. Electron beam parameters
are quoted for narrow-band operation (0.5% bandwidth) in
Table II by applying the optimization approach in Sec. II B,
configured for a single bandwidth point.
While the design of CBETA allows for a maximum
current nearly 8 times greater than the beam current
assumed here, the coherent synchrotron radiation (CSR)
disruption of the beam necessitates the lower bunch charge
of 32 pC chosen [35]; the laser repetition rate cannot be
increased due to the limitations on the repetition rate of the
optical cavity providing the laser. The interaction laser is
based on existing [18] and state-of-the-art [24] systems; the
laser and optical cavity parameters are given in Table III.
While a case can be made for a longer wavelength laser
[36], the desire for higher energy x rays makes a Nd:YAG
laser with a 1064 nm wavelength preferable for this design.
Evaluating both the baseline and optimized ICS cases using
Eqs. (18) and (22), the hourglass effect is negligible, while
the angular crossing reduces the x-ray production by a
factor of roughly 5, compared to the head-on collision
(ϕ ¼ 0); for our parameters, the angular crossing shortens
the interaction time and suppresses the hourglass effect.
During the single turn commissioning of CBETA, the
FFA was successfully tested with electron beams over an
energy range from 39 to 59MeV; we therefore consider that
the ERL could be operated within this range to generate
ICS photons. This would allow production of scattered
photons with continuously tunable energy over the range
27.2 to 64.5 keV. Figure 5 indicates the possible scattered
photon energies using either the fixed energies of the four
passes, or from the variable electron energy using a single
FIG. 3. Tuning curves of β against θcol for each of the nominal
CBETA electron beam energies satisfying the maximal flux
across the 0%–1% bandwidth range. The shaded area is the
parameter space, while the line corresponds to the maximal flux
solution for a given bandwidth. Minimized bandwidth solutions
in this range have large β-functions at the IP and small
collimation angles θcol; the maximal bandwidth solutions have
small β-functions and larger collimation angles θcol.
FIG. 4. Tuning curve of collimated flux against bandwidth for a
0%–1% bandwidth range, produced by tuning β and θcol. The
tuning curve is independent of beam energy for scattering
scenarios within the Thomson regime, hence this tuning curve
applies to all energies in CBETA. The left end of the tuning curve
indicates the minimum possible bandwidth of the ICS source,
which in CBETA is ≃0.1% and is determined by the electron
beam energy spread.
TABLE III. Laser pulse parameters at the IP.
Parameter Quantity Unit
Wavelength, λlaser 1064 nm
Photon energy, Elaser 1.17 eV
Pulse energy 62 μJ
Number of photons, Nlaser 3.3 × 1014
Repetition rate, f 162.5 MHz
Spot size at the IP, σlaser 25 μm
Crossing angle, ϕ 5 deg
Pulse length 10 ps
Relative energy spread, ΔElaser=Elaser 6.57 × 10−4
FIG. 5. An ICS source generating photons from each of the four
CBETA ERL passes delivers the (fixed) scattered energies
indicated here; we assume a fixed incident laser wavelength of
1064 nm. CBETA has also experimentally demonstrated tuning
of single-pass acceleration from 39 to 59 MeV (indicated by the
shaded region), which indicates the continuous tuning of scat-
tered photon energy that an ERL in general might deliver.
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pass. Since tuning of the scattered photon energy is likely to
be done in practical ICS sources by varying the electron
energy, this figure indicates the likely tuning range that is
possible either at CBETA or (analogously) at higher-
energy ERLs.
B. Interaction bypass lattice
To utilize CBETA as an inverse Compton scattering
source, a bypass line is required that replaces the ordinary
fourth pass due to the stringent space restrictions in the
existing FFA system; this leaves no space to arrange IP
focusing nor for the laser recirculation cavity. The scattered
photons from the ICS must also be produced in a different
plane to the existing accelerator; the photons must be safely
extracted from the footprint of the ERL since there is no
space for an experimental hutch within the existing CBETA
hall. The layout of such a bypass line is shown in Fig. 6.
The bypass is configured for 150 MeV four-turn operation
but could be adapted to operate with all nominal energies.
The bypass was designed and optimized using the BMAD
accelerator simulation library [37] and the TAO program
[38] for simulating high energy particle beams in
accelerators.
The bypass line diverts the 150 MeVelectron beam after
the fourth linac pass in the corresponding S4 splitter line;
the electron beam then reenters the existing layout in the R4
line. The bypass replaces the FFA return loop, S4, from the
fourth dipole onward and R4 up to the fourth dipole. The
bypass will be located above the existing permanent
magnet arc as the FFA arc is still used to transport the
lower energy (42, 78, and 114MeV) beams before and after
the bypass.
A system of vertical doglegs, replacing sections of the S4
and R4 lines, are required to provide a 30 cm vertical
elevation of the bypass line relative to the plane of the FFA
return loop in order to avoid the existing accelerator. Bypass
arc sections replace the existing FFA arc sections (FA, FB).
Following the first arc, there is a horizontal dogleg used to
close horizontal dispersion before the interaction region and
offset the bypass from existing infrastructure.
At the interaction region (IR) the beam is again offset
upward locally by a further 20 cm—to a 50 cm total offset
above the FFA reference orbit height—using a pair of
vertical doglegs; these are here called the IR doglegs. The
further vertical offset is imposed so the photons are
produced in a different plane to both the bypass line and
FFA return loop which is necessary for the extraction of the
x-ray beam to an external experimental hutch and in order
to avoid irradiation of the FFA permanent magnets. A
flexible focusing section within the pair of IR doglegs is
used to focus to the required beam waist. The final focus
section is designed to enable both β ¼ 1 cm for the
baseline case and β ¼ 12.6 cm for the 0.5% bandwidth
case (see Table II). The final focus section is constructed
from seven quadrupoles with the laser recirculation cavity
placed between the fourth and fifth quadrupole. This
scheme allows the photons to be extracted via the first
dipole of the downstream IR dogleg, minimizing the
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FIG. 6. Layout of the ICS bypass in CBETA; grayed beam line elements are already installed in the existing accelerator.
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Within the straight section of the bypass following the
IR, a variable path length adjustment is implemented based
on the moving chicane described by Owen et al. [39]; this
4-dipole focusing chicane uses two mechanically adjust-
able swing arms each incorporating a quadrupole triplet,
and a central bellows. The chicane replicates the function of
the S4/R4 splitter/recombiners to allow variation of both
R56 and path length for reentry into the MLC. Path length
adjustment is made by opening the swing arms whilst
increasing the dipole strengths accordingly; over a change
in path length of λrf the variation in Twiss values (after
rematching) is moderate.
Optics tuning of the bypass is limited by the compact
layout of CBETA, the conditions required for energy
recovery of the interacted beam (R56 ¼ 0), and the neces-
sity for the bypass to be constructed above the existing FFA
return loop; the β-functions and dispersion are however still
feasible. Plots of β-functions and dispersion in the bypass
line for the 0.5% bandwidth case are shown in Figs. 7
and 8.
C. X-ray photon production and spectra
The predicted ICS production from CBETA has been
calculated using the formulas derived in Sec. II, and is
shown in Table IV. This table shows the optimized
collimated flux for 0.5% bandwidth which has been
produced using the analytical method described in
Sec. II B. We see as expected that both the uncollimated
and collimated fluxes are essentially independent of elec-
tron energy, which is typical of the ICS process. Using
Eq. (7), we anticipate that the uncollimated fluxes of
Table IV vary by only around 2% due to the small effects
of varying the (baseline) electron beam sizes from 3 to
6 μm. A larger effect is from the 5 degree crossing angle;
this crossing angle only causes a small (circa 1 keV)
reduction in the Compton edge energy of the spectrum, but
it reduces the effective time over which the incident laser
photons may interact with the electrons by about a factor of
5. The anticipated spectrum is shown in Fig. 9, calculated
by both ICCS3D [40] and ICARUS.
The code ICCS3D, a generalization of the ICCS code
[14,40,41], computes radiation produced in ICS within the
linear Compton regime (when a0 ≪ 1, and electron recoil
is properly accounted for). In ICCS3D, a 3D laser pulse
model replaces the 1D plane wave model used in ICCS. This
modification is implemented in a manner described in
Terzić et al. [40]; instead of all electrons experiencing the
same laser field strength a0, as they do for a 1D plane wave,
their effective laser field strength is dependent on the
electron’s distance from the laser’s center at the moment
of scattering. To calculate the anticipated spectral output,
ICCS3D can use either the parameters of the electron beam
or an arbitrary electron distribution, in addition to the laser
parameters. For Fig. 9, a particle distribution was tracked
by TAO through the bypass lattice to the IP; the distribution
at the IP was provided to ICCS3D. When compared to the
spectrum calculated using only the electron beam param-
eters, the differences were negligible.
ICARUS, the inverse Compton scattering semianalytic
recoil-corrected ultrarelativistic spectrum code, uses a
modified and corrected2 version of the 2D formalism of
Sun et al. [42]. ICARUS integrates the photons at small
energy intervals that pass through a given 2D collimator
aperture (here circular) for the fundamental laser mode.
FIG. 7. Dispersion functions in the ICS bypass line for the 0.5%
bandwidth case, showing the rematched conditions for different
path length configurations −λRF, 0 andþλRF. The ICS interaction
point (IP) is indicated.
FIG. 8. Twiss functions in the ICS bypass line, showing the
rematched conditions for different path length configurations
−λrf , 0 and þλrf . The ICS interaction point (IP) is indicated.
2Note that there is an error in Eq. (53) of Sun’s paper, where the
prefactor gives that dN=dE ∝ L2 for a source-to-collimator
distance L. Clearly, this should be dN=dE ∝ 1=L2; the other
parts of the given equation are correct.
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This code assumes that the electron bunch has a 3D
Gaussian distribution, approximates the laser as a 3D
Gaussian pulse, and is currently only valid for the head-
on (ϕ ¼ 0) geometry; it has been validated against ICCS3D
as well as the analytical results of this paper.
The spectral curves produced by both codes show good
agreement with one another; once the angular crossing
reduction factor, RAC, is applied, the integrated flux
obtained from these curves agrees with Eq. (22), the
collimated flux formula from Curatolo et al. [19], and
Eq. (10), Krafft and Priebe’s approximation of the
uncollimated flux into the 0.1% bandwidth at the
Compton edge.
V. DISCUSSION
A. Comparison with other radiation sources
Inverse Compton production of photons has the ability to
extend the reach of monochromatic photon sources into
the MeV range. Alternative sources are bremsstrahlung
methods that generate intrinsically broad-spectrum radia-
tion, line sources such as 137Cs and 60Co, and synchrotron
radiation. Whilst line sources provide photons in the MeV
scale, they are of course not tunable, emit isotropically and
are difficult to handle (they cannot be turned off).
Synchrotron radiation sources such as undulators are
presently the primary method to generate intense, tunable
radiation in the keV to MeV range.
ItwasalreadypointedoutbyKrafft andPriebe [12] that the
fluxandbrillianceofferedby ICSsources arenot competitive
at the photon energies produced by synchrotron radiation
facilities; however,manyof the recent ICSsourcedesigns are
intended to compromise between typical laboratory-scale x-
ray sources, such as rotating cathode tubes, and synchrotron
radiation facilities in terms of size, cost, access, availability,
and x-ray quality [20]. Table V contains measured or
anticipated x-ray parameters from a number of other ICS
sources. Though direct comparison is difficult as different
designs havedifferent objectives—onedesignmayprioritize
maximizing fluxwhile another prioritizes having a narrower
bandwidth—it is clear that most ICS sources are less than
200 keVand largely outperformed by synchrotron radiation
facilities. However, some sources are capable of producing
photon energies near or past the upper energy limit at most
synchrotron radiation facilities.







FIG. 9. Predicted spectral output (flux) from 1064 nm photons
colliding head-on with the Ee ¼ 150 MeV (kinetic energy)
electrons in CBETA; this spectrum was generated using the
ICCS3D and ICARUS codes. This spectrum has a peak energy of
403.3 keV; using the proposed 5 degree crossing angle, the peak
energy is reduced to 402.5 keVand the spectral density is reduced
by a factor ∼5.
TABLE IV. Anticipated photon output for each of the four electron beam energies in CBETA, taking into account a 5 degree crossing
angle. The uncollimated flux varies by around 2% due to the small effect of the electron spot size; X < 0.003 even at 150 MeV. The
collimated flux has been optimized for a 0.5% bandwidth. The number of scattered photons is essentially independent of electron energy
for a fixed electron spot size at the IP, and since both the Compton spectrum and the (relative) 0.5% bandwidth scale together with γ2,
both the optimized spot size and the predicted collimated fluxes are the same at all electron energies.
Electron kinetic energy (MeV)
42 78 114 150 Unit
X-ray peak energy 32.2 109.7 233.1 402.5 keV
Source size 5.84 4.35 3.62 3.17 μm
Uncollimated flux 3.16 × 1010 3.20 × 1010 3.21 × 1010 3.22 × 1010 ph=s
Spectral density 9.82 × 105 2.92 × 105 1.38 × 105 8.00 × 104 ph/s eV
Average brilliance 9.23 × 1010 3.19 × 1011 6.81 × 1011 1.18 × 1012 ph=smm2 mrad2 0.1% bandwidth
Peak brilliance 2.80 × 1015 1.00 × 1016 2.18 × 1016 3.80 × 1016 ph=smm2 mrad2 0.1% bandwidth
0.5% bandwidth
Source size 10.25 10.34 10.32 10.35 μm
Collimated flux 2.09 × 108 2.09 × 108 2.09 × 108 2.09 × 108 ph/s 0.5% bandwidth
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which may be written as ϵc½keV ≃ 0.665E2B (for E given
in GeV and B in tesla); this sets the scale for attainable
photon energy. The highest-energy third-generation SR
source today is SPRING-8 with E ¼ 8 GeV and B ≃
0.68 T to obtain a critical energy ϵc ≃ 29 keV for its
broadband incoherent SR production; it is unlikely that a
storage ring above 8 GeV will be built since rings such as
SPRING-8 already have a physical circumference exceed-
ing 1 km. The undulator output limit from a storage ring
can be illustrated by setting the undulator K-parameter to
be K ∼ 1 and an undulator period λu ∼ 1 cm. This gives a






K ∼ 1 T: ð33Þ
The minimum undulator wavelengthK ¼ 0 possible (in the




≃ 0.2 Å ð34Þ
at 8 GeV (γ ≃ 15; 700), which corresponds to a photon
energy of 60 keV. In practice, most hard x-ray undulators
and wigglers operate up to around 100 keV photon energy,
with very few existing beam lines extending beyond that.
Undulator output at higher harmonics is limited predomi-
nantly by the presence of magnetic phase errors, and the
reduction in ideal flux from an rms phase error σϕ can be
modeled approximately [52] using the factor
R ¼ expð−n2σ2ϕÞ; ð35Þ
where n is the (odd) undulator harmonic, and σϕ has typical
values of a few degrees [53]. In practice this limits
undulators to typically n < 15 in operation, although there
is some discussion of whether rms error may be pessimistic
in some cases [54] and whether it may be reduced in future
insertion devices [55,56].
We have surveyed the hard x-ray sources presently
available at the high-energy storage rings APS [5],
ESRF-EBS [4], PETRA-III [57], and SPRING-8 [6], using
the codes SPECTRA [58] and SRW [59] to validate expected
spectral output [60]. An example is the SPRING-8
BL10XU beam line, whose flux including an rms phase
error of 5 degrees is shown in Fig. 10; this is compared with
tabulated sample fluxes at the source points presented by
SPRING-8 [6] and with the predicted flux from the CBETA
ICS source design here.
The predicted brilliance of CBETA at the four operating
energies is compared in Fig. 11 with a high-energy
TABLE V. Comparison of existing and designed x-ray ICS sources.
ICS Accelerator type Scattered photon energy (keV) Flux (ph/s)
cERL [18] ERL 6.95 2.6 × 107
ALICE [43] ERL 21.5 9 × 105
MIT ICSa [44] Linac 3–30 3 × 1014
MuCLS [45] Storage ring 15–35 0.443 − 1.78 × 1010
Tsinghua [46] Linac 51.7 1 × 106
ThomXa [47] Storage ring 45–90 1 × 1010 − 1013
BriXSa [48,49] ERL 20–180 1 × 1010 − 1013
CBETAa ERL 32.2, 109.7, 233.1, 402.5 3.16 − 3.21 × 1010
NIJI-IV [50] Storage ring 1200 3.1 × 104
HIγSb [51] Storage ring 1000–3000 5 × 107–5 × 108
aDenotes design parameters for sources which are not yet demonstrated.
bThe HIγS source is capable of scattered photon energies from 1–100MeV with varying fluxes (see Table Vof Ref. [51]). Shown is the
lowest energy operational setting, most comparable to the source presented here.
FIG. 10. Comparison of CBETA predicted flux (here flux in a
0.1% bandwidth to allow comparison with conventional calcu-
lations of undulator flux) at the four discrete operating energies
given in Table IV with the output from a typical high-energy
undulator. The undulator shown is the SPRING-8 BL10XU
insertion device [6] assuming an rms phase error of 5 degrees.
Whilst this undulator is not designed to deliver good output at
high harmonic number, it offers a useful guide to possible third-
generation source output in the 100 to 500 keV range. The
measured flux at 30 and 61 keV for this beam line is also shown
[6]. We predict that CBETA flux at 402 keV (150 MeV electron
energy) exceeds that from third-generation sources.













50 100 200 500 
Photon Energy [keV] 
undulator (BL10XU) at the world’s highest-energy third-
generation synchrotron source, SPRING-8 [6]. This undu-
lator is indicative of what is achievable from other
undulators on these high-energy sources. We see as
expected that storage ring sources produce greater bril-
liance even at high harmonic number for photon energies
up to approximately 300 keV. However, the fundamental
energy scaling of synchrotron radiation and the finite
undulator magnetic field quality means that the ICS output
from CBETA becomes superior in the 400 keV regime.
This performance is mirrored in the predicted flux that is
shown in Fig. 10, which makes the same assumption of a
5 degree rms phase error; the measured flux at 30 and
61 keV is superior to that possible from an ICS source, but
at 400 keV this is reversed.
Figure 12 compares the on-sample measured fluxes from
those high-energy synchrotron beam lines (>30 keV) for
which data is available [4–6,57]. Almost no beam line
generates output above 100 keV, and above 400 keV we
have shown that ICS is in any case a superior source.
Extending the demonstrated CBETA parameters to higher
electron energy we would expect the collimated flux values
to remain nearly constant; hence we may estimate the likely
possible flux for MeV-scale photons from an ERL-based
source. Two indicative electron energies (300 and
600 MeV) are also shown in Fig. 12.
B. Applications
The proposed CBETA ICS is a high-flux, small-band-
width, quasimonochromatic source of x rays, producing
high peak energy photons in the 100s keV range. The large
flux opens up a parameter space for x-ray applications
previously attainable only at the largest synchrotrons, and
then only using substantial x-ray optics. We now outline
some possible uses.
Important applications of such a source are x-ray
absorption spectroscopy and x-ray fluorescence [61].
High-energy XRF is an application that is particularly
well suited for this ICS source; due to collimation there is
no need to monochromate, avoiding complex x-ray optical
instrumentation. Energy-sensitive x-ray fluorescence detec-
tion can be provided by a solid-state detector coupled to a
pulse-height analyzer. For example, in any analysis of a
fission reactor’s fuel rods, the Kα and Kβ lines for uranium
(Kα1 ¼ 98.4 keV, Kβ1 ¼ 111.3 keV) and plutonium
(Kα1 ¼ 103.7 keV, Kβ1 ¼ 117.2 keV) could be probed
[62]. Quantitative assays would be performed by means of
a low-Z reference scatterer to ascertain the spectral content
of the broadband incident beam through elastic and
Compton scattering into the same detector. The fluores-
cence efficiency of the detection scheme is then provided
by the known photoabsorption cross sections of the
elements of interest versus incident energy.
The deep penetrating power of a high-energy x-ray
source provides the opportunity for imaging of thick
specimens that would not be possible at lower energies.
These range from straightforward techniques such as
2D shadowgraphy through to 3D reconstruction with
tomography [63].
Another ready application exploits the high flux and high
energy of the source: energy-dispersive x-ray diffraction
(EDXRD) for the identification of constituents of a poly-
crystalline/powdered sample. A high-flux source would
allow for rapid identification of the minerals in a mined ore
sample, while the high energy of the source allows for the
inspection of thick specimens. In EDXRD [64] one applies
the nonmonochromated peak to a specimen of the material
of interest, and checks for diffracted photons with an
energy-sensitive solid-state detector. From the energy we
deduce the wavelength, and applying the Bragg relation we
FIG. 12. On-sample measured fluxes from APS, ESRF-EBS,
PETRA-III, and SPRING-8 for which information has been
published [4–6,57]. This is compared with the predicted CBETA
outputs at the four discrete photon energies from 32 to 402 keV,
and the predicted flux obtained by scaling the CBETA electron
energy to 300 MeV (1600 keV photons) and 600 MeV (6360 keV
photons). Whilst third-generation sources are superior to ICS
sources up to photon energies around 300 keV, they do not
produce usable flux above 400 keV.
FIG. 11. Comparison of CBETA predicted brilliance at the four
discrete operating energies given in Table IV with the output from
a typical high-energy undulator. The undulator shown is the
SPRING-8 BL10XU insertion device [6] assuming an rms phase
error of 5 degrees. We predict that CBETA brilliance at 402 keV
(150 MeV electron kinetic energy) exceeds that from third-
generation sources.
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find the combination of Miller indices and lattice spacing of
the reflecting crystalline planes. Checking for many such
reflections in a particular mineral provides constituent
identification; the intensity of these Bragg peaks provides
the relative abundances of the various mineral components.
Our source serves as a high flux alternative to SR facilities
[65] which typically operate up to approximately 200 keV,
though some facilities are capable of higher energy.
Additionally, our design provides photons well beyond
that energy range.
Turning to more ambitious but equally exciting appli-
cations, significant beam line infrastructure would be
required here in contrast to the applications just discussed.
In the first, we propose to perform nonresonant inelastic
x-ray scattering (NIXS) in order to examine the dynamic
electronic response of quantum materials throughout the
periodic chart. The high incident photon energy and large
flux provided by our source allows us to test exciting
materials such as transition metal oxides, which are a test
bed for theories such as the Mott-Hubbard model, since
they provide fresh insight into the candidates for useful
applications such as high-temperature superconductors
[66,67]. The energy resolution requirements for this
method are severe: 1 eV out of 100 keV; it would require
the development of high-energy x-ray monochromator and
analyzer optics, most likely through synthetic multilayers
in order to provide an optimal match to beam optics. In our
implementation of the NIXS technique the analyzers are
arrayed at a range of scattering angles to provide a
comprehensive set of momentum transfers. The pass energy
of the analyzers is fixed while the incident energy is
scanned to provide variable energy transfers with a double
crystal monochromator configuration [68,69]. Because of
sample self-absorption and the weak signal set by the small
Thomson cross section [68], the reach of NIXS is especially
limited for medium to large Z elements. Performance of
NIXS at an incident energy of 100 keV as proposed here
would provide an attenuation length due to photoabsorp-
tion of 100 microns [70]. This is a factor of 25 greater [71]
than that provided at the contemporary hard NIXS facility
at the Advanced Photon Source [69] which operates with an
incident energy of 10 keV when performing spectroscopy
at the low energy transfers of great interest in condensed
matter studies.
In our second ambitious application of Compton-
produced photons, a mixing crystal would be employed
to generate entangled photon pairs via parametric down
conversion (PDC). Here the efficiency is boosted by work-
ing at high input photon energy, since the intensity of the
vacuum fluctuations present at themixer’s input varies as the
fourth power of the operating energy [72]. Besides the
accomplishment of achieving PDC at (about) a factor of 5
higher energy than is currently practiced [73], it will provide
exciting applications, for example twin microscopy—which
promises enhanced visibility through quantum ghost imaging
of otherwise inaccessible specimens—and twin ellipsometry
for the careful examination of surface structures [74]. To
compare PDC applications with contemporary SR sources:
the ghost imaging demonstration of Schori et al. [73] was
recently performed with an input energy of 22.3 keV. Using
our source at 100 keV would provide PDC generation
according to the aforementioned scaling law with a zero
point energy flux advantage of about 400 times greater.
The final ambitious application, nuclear resonance fluo-
rescence (NRF), is a technique suitable for a future, higher-
energy ERL-based ICS, with an electron beam energy on
the order of 350 MeVor above. This electron beam energy
regime boosts the Compton backscattered photons into the
regime of gamma rays with an energy of 2.2 MeVor above.
These in turn would be used to excite nuclear levels
identifying them with an energy sensitive solid state
detector, achieving the nuclear sister spectroscopy to the
atomic fluorescence spectroscopy mentioned in our first
application. Such spectroscopy would be very useful in
assaying nuclear materials, for example identification of
manufacturing defects in fission fuel assemblies, nonpro-
liferation security of spent fission fuel, and identification of
unknown legacy wastes [75–79]. Moving up to photon
energies above 5 MeV (requiring a GeV-scale electron
ERL) would open up the nuclear transmutation reactions
ðγ; pÞ, ðγ; nÞ, ðγ; fÞ with potentially far-reaching applica-
tions in waste transmutation [80], the understanding of
fission dynamics [81–83], and bespoke medical isotope
production from existing waste streams [84].
VI. CONCLUSION
In this paper we have shown a method of adapting an
existing multiturn energy-recovery linac to produce a
quasimonochromatic source of photons in the 100s keV
range with higher flux and spectral density than hitherto
achieved. We establish that such a source is highly desired
for a range of scientific and industrial applications that are
not yet fully served by existing sources. A specific design
of electron transport beam line for the CBETA energy
recovery linac is presented which is compatible with the
existing accelerator and enables inverse Compton scatter-
ing for photon production. The expected output properties
are calculated and compared to monochromated photons of
the same energy generated by much larger storage-ring-
based facilities, thereby demonstrating the competitiveness
of this approach.
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